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 Resistant to the effects of extreme moisture and natural heat*



StyleLite Multipurpose Panels
StyleLite Multipurpose Panels (MPP) are designed to 
provide a highly durable panel option ideal for various 
applications in interior and covered exterior environments 
especially where extreme moisture and natural heat are 
prevalent. 

Two products make up the StyleLite MPP range, each 
comprising different types of EGR manufactured 
waterproof StyleLite skins laminated with high-
performance polyurethane (PUR) adhesive to our 
high-density, weatherproof composite core specially 
formulated for superior heat stability, resistance to the 
effects of extreme moisture, structural capacity and  
ease of fabrication.

StyleLite Carcass MPP 
StyleLite Carcass MPP are manufactured from our textured 
high scuff resistance StyleLite Alabaster ABS skins in 
conjunction with the high-density core resulting in an 
undercover weatherproof product ideal for cabinetry 
drawer boxes, carcasses, shelves and fixtures.  

StyleLite TruMatte MPP 
StyleLite TruMatte MPP combine durable StyleLite 
TruMatte skins with our high-density core resulting in 
an undercover weatherproof product ideal for cabinetry 
doors, drawer fronts, end panels and virtually any other 
component that requires a beautiful super matte finish. 
Available in four modern and on trend super matte colors, 
StyleLite TruMatte MPP is the perfect panel product 
for your project where the requirement is for a superb 
contemporary finish combined with excellent durability.

When combined, StyleLite Carcass and TruMatte MPP 
make for a brilliant choice where cabinet and fixture 
projects require beauty with durability especially in high 
moisture and natural heat prone environments.

*  StyleLite MPP can be used in undercover outdoor 
applications with no exposure to direct sunlight.

Slate TruMatte MPP

Alabaster Carcass MPP



StyleLite ABS or TruMatte 
laminate (SHAB)

Special ultra water 
resistant core

PUR Laminated

Superior Features
 ▷ Ideal for residential, commercial and institutional 

applications

 ▷ Excellent resistance to moisture and natural heat*

 ▷ Perfectly balanced panels

 ▷ Highly resistant to fingerprints

 ▷ Lightweight

 ▷ Highly resistant to chipping

 ▷ Easy to fabricate

 ▷ Compatible with standard hardware

 ▷ Highly durable with excellent scuff and scratch 
resistance

 ▷ Thermoformable to minimize seams and joints. 
StyleLite Carcass and TruMatte MPP are bendable using 
suitable methods as specified by EGR

 ▷ For interior and undercover exterior use.  
Completely under cover and not exposed to direct 
sunlight

 ▷ Edge with standard edge band procedures.  
Best practice is to use matching or contrasting StyleLite 
reactive layer edge band or StyleLite preprimed edge 
band and PUR adhesive

Slate TruMatte MPP

Mountain TruMatte MPP

*  StyleLite MPP can be used in undercover 
outdoor applications with no exposure to 
direct sunlight.
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PROUDLY DISTRIBUTED BY:

StyleLite is designed and manufactured as a vertical decorative finish. StyleLite cannot be used as structural building elements. Images and colors should be used as a guide only. StyleLite MPP are covered by a 2 year limited warranty from the date of sale by EGR subject to the 
terms, conditions and exclusions contained within the StyleLite MPP Technical Data Sheet and Warranty Statement. © 2023 / Patent Pending. Oakmoore Pty. Ltd. Trading as EGR. ABN: 13 056 159 570 

EGR Building Products

    2041 S Lynx Place, Safari Business Center  

Ontario, CA 91761, USA  

   1255 Hill Avenue, Mangonia Park, FL 33407, USA  

 www.stylelite.net

 info@stylelite.net

M a d e  f o r  N o r t h  A m e r i c a @stylelite_nthamerica

+1 (909) 744 4977 +1 (909) 260 0899 

+1 (909) 732 0313 +1 (780) 905 0025 

EGR Contact by RegionColor Range
StyleLite Carcass MPP 

Alabaster

Ash

Shell

Slate

Mountain

Textured

Size and Siding Range:
Nom 3/4" (18mm) 4 x 8ˈ 2S

StyleLite TruMatte MPP

Shell TruMatte MPP

The colors shown are 
depictions only and are likely 
to vary from actual colors. 
Color selection should be 
made based on viewing 
physical StyleLite samples.


